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DARACLEAN® 235               AQUEOUS CLEANING SOLUTIONS                                                

COMPOSITION                                                                                                                            
    DARACLEAN® 235 is formulated with a blend of surfactants, emulsifiers, and corrosion inhibitors. It is safe  
  to use with most metals and is non-aggressive towards aluminum, brass, copper, titanium, and zinc alloys. 
 

SOIL REJECTING PROPERTIES 
DARACLEAN® 235 possesses excellent soil-rejecting qualities. After soils are lifted from part surfaces they are 
suspended in the cleaner for a short time. Over time, solids will settle out, and oil and grease droplets will 
coalesce and float on the surface of the solution. Removal of soils can easily be accomplished using filters or 
skimmers as necessary. This action extends the useful life of DARACLEAN® 235 much further than emulsion- 
type cleaning solutions. 

 
APPLIACTION METHOD 
DARACLEAN® 235 is designed to be used with immersion, spray, and ultrasonic applications.  

 
Cleaning Method Concentration Temperature Typical Duration 

Immersion 5 - 30% 
80 - 180°F 
(27 - 82°C) 

2 - 30 Minutes 

Ultrasonic 5 - 30% 
80 - 180°F 
(27 - 82°C) 

2 - 30 Minutes 

 
Spray 

1 - 12% 
2 - 5 % 

Recommended 

130 - 180°F 
(54 - 82°C) 

 
0.25 - 3 Minutes 

Steam 1 - 12 % 
150 - 200°F 
(66 - 93°C) 

1 - 5 Minutes 

Operating parameters should be optimized for each individual application. 
 
 
 

GENERAL DESCRIPTION 
DARACLEAN® 235 is a low-foaming, all-purpose neutral 
cleaning solution that is an excellent general cleaner for 
use on a broad spectrum of soils. 
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DARACLEAN® 235 APPLICATIONS 
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Good ••• 

Fair •• 

Poor • 

Not Recommended  
Water-Soluble Oils •••• •••• •••• •••• •••  •••• •••• •••• •••• •••• 

Machining Fluid •••• •••• •••• •••• •••  •••• •••• •••• •••• •••• 

Synthetic Coolants •••• •••• •••• •••• •••  •••• •••• •••• •••• •••• 

Medium Weight Oils •••• •••• •••• •••• •••  •••• •••• •••• •••• •••• 

Lube Oils •••• •••• •••• •••• •••  •••• •••• •••• •••• •••• 

Buffing Compounds ••• ••• ••• ••• ••  ••• ••• ••• ••• ••• 

Motor Oils ••• ••• ••• ••• ••  ••• ••• ••• ••• ••• 

Heavy Petroleum Oils ••• ••• ••• ••• ••  ••• ••• ••• ••• ••• 

Carbonized Soils • • • •   • • • • • 

Railroad & Axel Grease            
Glues            
Spray Adhesives            

 
 

 
ITW INDIA PRIVATE LIMITED, 
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IDA, TSIIC, Pashammylaram, Medak Dist.-502307, 
Telangana State, India 
 
Tel: +91 8455 224710       Fax: +91 8455 224709 
Email: magnafluxinfo@magnafluxindia.com 
www.in.magnaflux.com 
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